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Featured Application: Construction industry—application in determination of pH value of concrete.
Abstract: Concrete is a material that is widely used by mankind. Although different deterioration
mechanisms can lead to degradation of the concrete itself, reinforcement corrosion is the biggest
durability issue for reinforced concrete structures. One of the key parameters influencing the corrosion
rate is pH value. Accordingly, this work presents two capacitive sensor platforms—one based on
parallel plate electrodes and the other based on a planar interdigitated electrode structure. The first
platform is used to determine whether the pH value is lower or higher than a predetermined limit
(around 11) and this device was successfully tested using concrete suspensions. The second platform
can determine the pH value by establishing a relationship between pH and measured capacitance
from a powdered concrete specimen. Both multi-layered platforms were manufactured by means of a
cost-effective xurography technique, which provides technically and mechanically robust structures
very quickly.
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1. Introduction
The majority of urban infrastructure such as buildings, bridges, roads and tunnels are built
from reinforced concrete. Reinforced concrete structures may deteriorate due to exposure too
severe conditions related with the environment—carbonation, chloride ingress, freeze-thaw effect,
abrasion/erosion or chemical action.
Although different deterioration mechanisms can lead to degradation of the concrete itself,
reinforcement corrosion is the biggest durability issue for reinforced concrete structures, and can lead
to the cracking, loss of bearing capacity and catastrophic failures. To maintain the structural integrity
of our extensive urban concrete infrastructure and prevent catastrophic situations it is very important
to implement regular inspection regimes that include the measurement of pH [1].
The pH value (defined as the negative logarithm of the hydrogen-ion concentration) in this
domain represents the level of alkalinity of concrete under different conditions. Portland cement
paste in fresh and hardened concrete has a pH value usually between 12.5 and 13.8 [2], and in this
high alkalinity environment a thin passivation layer is formed above the steel surface that prevents
the rebar from corrosion [3]. The carbonation process, in which calcium hydroxide in concrete is
transformed into calcium carbonate, can decrease the pH of concrete and active corrosion will begin
near the rebar once the alkalinity level (pH) is reduced to values 9.0–9.5. As one of the key parameters
influencing the corrosion rate together with the temperature (T) and relative humidity (RH), the precise
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methods of measuring pH in concrete are of great interest to science and industry. The in situ leaching
method for measuring the pH in concrete was based on inserting a glass micro pH electrode into a
hole drilled into the concrete sample [4]. An Ag/AgCl electrode was used as the reference electrode.
The potential difference between the working and the reference electrode was measured and translated
to pH values. However, this method is time-consuming and destructive [5]. Hence, considerable
effort has recently been invested in developing non-destructive techniques based on the application
of different embedded sensors [6]. A multifunctional sensor consisting of pH and chloride sensors
was reported in [7]. The sensor was embedded in the concrete at a depth of 10 mm and a drop in pH
was noted in as little as 120 days. However, embedded sensors cannot be calibrated in situ and they
can be broken inside the concrete. Elsewhere, fibre optic sensors for measuring pH in concrete were
proposed [8]. Necessary components for performing this measurement are a light source, a coupler,
a fibre switch, a spectrometer, a sensor and a PC [9]. A disadvantage of optics sensors is that they are
chemically instable. Phenolphthalein is a commercial indicator that can be used for visual estimation of
carbonation because it changes colour from red-violet (non-carbonated areas) to colourless (carbonated
areas) within a pH range of 8.9 to 9.8 [10]. Alizarin yellow-R and indigo carmine were also applied as
pH indicators in concrete [11]. These indicators are spread onto a cross-section of the specimen; thus,
they are also able to detect the carbonation depth [12]. However, the information provided by these
indicators regarding the actual carbonation status of concrete is limited by their very narrow pH range.
In [13] the authors proposed the application of pH strips for verification of concrete carbonation status,
mixing concrete powder with a few drops of water. Elsewhere, a halochromic method was applied
for mapping pH values of Portland cement concrete [14]. The measuring system was composed of
a white light source, a camera, and two optical filters. More accurate measurement of pH values
in concrete have been achieved by various methods including: (a) a flat-surface electrode system in
combination with filter paper [15], (b) a sensor based on a three-electrode electrochemical test [16] and
(c) Ag/Ag2O sensors manufactured using a screen-printing process, which demonstrated good response
time and reproducibility [17]. Further, a technique for measuring the free chloride concentration
and pH value of mortar specimens was reported in [18] based on several Ag/AgCl ion-selective
and iridium/iridium oxide electrodes. X-ray diffraction and thermogravimetric analysis [19] and the
electrochemical impedance spectroscopy method [20] have also been developed. The latter method
was time efficient, and was applied to analyse concrete samples exposed to a marine environment at
five different pH values [21].
All the above-mentioned methods have unique advantages and drawbacks and it is clear that
there is a need for efficient and accurate devices for measuring the pH of concrete, including in the
binary form to distinguish pH-High (in the secure zone) from pH-Low (in the dangerous zone), as a first
step in development of a new measurement procedure. The portable sensor platform is of particular
interest to professionals engaged in inspection jobs and can help experts to take appropriate decisions
about interventions and remedial work on time.
This article presents two sensors, one for measuring the pH of ground concrete powder in a
suspension, and another one using the same powdered concrete, but dry, which are important from not
only a scientific point of view, but also from a commercial point of view. Both sensor platforms were
fabricated using cost-effective xurography technique. This method creates multi-layered structures,
laminating separate transparent and mechanically flexible polyvinyl chloride (PVC) foils and using
gold leaf as a conductive material. The first sensor platform is a microfluidic device which works on the
principle of parallel capacitive electrodes. Concrete powder suspended in distilled water was injected
into microfluidic channels between the two gold electrodes of a capacitor. The second platform is an
interdigitated capacitive planar electrode system. Concrete powder was dispersed onto the upper side
of the electrodes, changing the total capacitance of this structure in a pH-dependent manner. Electrical
characterization of both sensor platforms was performed using an Impedance Analyzer.
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2. Materials and Methods
2.1. Microfluidics-Based Platform
Figure 1a shows the design of the first sensor platform, whereas Figure 1b depicts the complete
fabricated structure. The structure was designed to have two parallel microfluidic channels,
one containing pH-Low concrete solution injected via the relevant inlet hole and the other containing
pH-High solution similarly injected. A comparison of these solutions is allowed by measuring output
capacitance at the contact pads (terminals). The first layer, similarly to subsequent layers of this
multi-layered device, used 80 µm-thick PVC foil as a substrate. One side (electrode) of the parallel plate
capacitors was created from gold leaf with dimensions of 3 cm × 0.7 cm, each. In the middle, discrete,
disconnected channels were created. Each channel was created from 3 PVC foil layers giving the
thickness of the channel (distance between gold electrodes) equal to 240 µm. The next layer represents
the second electrodes of the parallel plate capacitor. The thickness of the gold conductive material was
10 µm. In the last layer, holes for inlets and outlets for fluid injection were created. From the fabricated
structure two short wires were connected, using silver paste, to create through-hole components and to
enable measurement. The overall dimensions of this platform, shown in Figure 1b, are 5 cm × 3.5 cm.
The main fabrication steps of this platform were as follows: (1) putting the foil in a cutting plotter
machine; (2) cutting the foil in the overall dimension of the chip; (3) engraving holes for contacts;
(4) gluing gold conductive leaves for bottom and top electrodes; (5) engraving microfluidic channels;
(6) cutting holes for inlets and outlets; and (7) laminating separate layers of PVC foils to create a
multi-layered compact microfluidic sensor platform.
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The working principle of this platform is based on a parallel electrodes capacitive sensor.
More specifically, when the suspension of the concrete sample is injected into inlets through the
microfluidic channels and goes out of the outlet, the channel is full with the suspension, increasing the
dielectric constant of the medium between the gold electrodes. If the dielectric constant is changed
then the total capacitance is changed and this variation is correlated with the pH value of the concrete
in suspension form, inside the microfluidic channels.
2.2. Interdigitated Electrodes-Based Platform
An interdigitated electrodes-based platform was fabricated on a PVC foil substrate using
xurographically engraved gold (Ag) electrodes in the form of planar interdigitated capacitors (IDC),
with either 4 or 5 fingers, as illustrated in Figure 2a. The width of these electrodes, including the gap
between them, was 2 mm. The total dimensions of both IDC structures, with either 4 or 5 fingers, were
1.5 cm × 2.5 cm. Figure 2b displays this manufactured multi-layered structure after lamination.
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Figure 2. (a) Design of separate layers, and (b) the fabricated interdigitated capacitor (IDC)-based structure.
The working principle of this structure is based on changing permittivity among the fingers of the
interdigitated capacitive structure when the concrete sample in powder form is placed on the top of
the device. The pH value of powdered concrete has influence on permittivity and this will change
the capacitance which is measured at the terminals. The size and dimensions of this structure were
determined to be robust enough from one side and from another side to ensure the appropriate range
of the capacitance variation which results in adequate sensitivity.
The reason for fabricating and using IDC-based structure is to cover both the possibility to
analyse concrete samples in suspension (liquid form), using the already-presented microfluidics-based
platform in Section 2.1, as well as to analyse concrete samples in powder form, which is more useful
for applications on-site, where it is difficult to make suspensions, but it is easy to make powder from
the concrete structure in some object.
2.3. Sample Preparations and Instruments
Two types of concrete samples were used in this investigation—carbonated and non-carbonated.
They both originated from the same concrete specimen taken from the 30-year-old concrete structure
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exposed to an open environment during its whole service life. The specimen has been tested by a
phenolphthalein test (Figure 3) and two zones can be obviously detected—a white layer of carbonated
concrete (low pH: 10.79) and a pink layer of non-carbonated concrete (high pH: 12.24). From each of
these two layers, samples were taken and prepared for pH-value testing using the following procedure:
(1) concrete was chopped, milled and passed through a sieve with pores of 100 µm to obtain a fine
powder; (2) four grams of sieved concrete was suspended in 50 mL distilled water; (3) the solution
was mixed using a shaker; and (4) a small amount of solution was taken by syringe and the pH-Low
suspension injected into one channel and the pH-High suspension injected into another channel of our
microfluidic-based platform (Figure 1).
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Figure 3. Studied concrete sa l i ( ) solid, (b) powder, and (c) suspe si n form.
In the IDC-based platform, the powder c eat d in the above-mentioned step (1) was coated above
the platform in the active area of the electrodes (also shown in Figure 2a). We used a cutting plotter
(CE6000-60 PLUS, Graphtec America, Inc., USA) for cutting PVC foils and gold leaf in the desired
pattern. Xurography technique used a cutting blade (CB09U) with a 45◦ angle. Separate layers were
laminated by means of a thermal laminator, under elevated temperature (130 ◦C), with the aim of
obtaining a compact, but technically robust structure.
2.4. Experimental Setup
Figure 4 presents the experimental setup for measurement of electrical parameters using an
Impedance Analyzer HP4194A (K ysight technologies f rmer Hewlett-Packard, Palo Alt , CA, USA)
governed by a PC Dell Intel Pentium (Dell Technologies, Austin, TX, USA). The microfluidic platform
was filled with suspension by mea s of syringe and short tube, which are shown in Figure 3c as well.
One microfluidic channel was filled with pH-Low solution and another channel with pH-High solution.
On the Impedance Analyzer, short wires from the platforms were used for connecting with the holder
for the device under testing.
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Figure 4. Experimental setup for the microfluidic-based platform (a) Impedance Analyzer HP4194A
with the sample holder, (b) Developed microfluidics-based device under testing phase.
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3. Results and Discussion
We analysed two concrete solutions, one denoted with pH-Low and another with pH-High.
Capacitance between parallel plate electrodes was measured with these two suspensions in separate
channels. The measured results are shown in Figure 5.
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We selected three frequency points (Figure 5), and the results demonstrate that for each frequency,
capacitance of pH-Low concrete solution was higher than that of the pH-High concrete solution.
The obtained capacitance was in the range from 86.3 pF to 92.5 pF. It can be noticed that capacitance
values decreased with increasing frequency, due to the same behaviour expressed by the dielectric
constant of the fluid. It is known that the value of the dielectric constant decreases from the static state
(low frequency range) through all four polarizations, up to the highest frequencies. The capacitance of





where ε0 = 8.85× 10−12 Fm , εr is the relative permittivity of the fluid inside the channel, A is the surface
area of the parallel plate electrodes and d is the distance between them. If we apply the dimensions
of our structure in the mentioned equation, the total capacitance is 92.93 pF (for a relative dielectric
constant equal to 1, which is well in agreement with results of measurements presented in Figure 5).
It can be concluded that a less alkaline solution (pH-Low) will have higher capacitance, taking into
account that the solution has a higher relative dielectric constant. Namely, the concrete belongs to
dielectric materials which are characterized by the fact that valence electron shells are nearly full [22].
The relative permittivity of concrete is larger when it is easier for the material to polarize, eaning
that the ions are mobile and there is little crystallization. The dielectric constant can be increased
by adding chlorides as well as additional amounts of water. The relative permittivity of concrete is
also dependent on its aggregates. Using the proposed microfluidic device it is possible to quickly
provide a binary response: (a) this is a pH-Low concrete solution, which would indicate an alarm for
intervention in that construction, or (b) this is a pH-High concrete solution, an indication that there is
low risk of pH-related corrosion in the concrete and the concrete structure should have appropriate
integrity. In order to explore the influence of temperature, the presented platform was heated at 35 ◦C,
as can be seen in the infrared image shown in Figure 6a. Figure 6b presents the so-called Bode plot,
i.e., measured impedance as a function of frequency (both in logarithmic scale).
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It can be concluded that the pH-High sample has higher impedance due to the inverse dependence
between capacitance and impedance. It is important to note that relative permittivity of concrete
decreases with increasing temperature, because the amount of water is reduced during this time.
This will result in a slight decrease in the output capacitance with increasing temperature. For example,
when the temperature was increased from 25 ◦C to 35 ◦C, the capacitance decreased for approximately
3%. For determination of a more precise pH value we propose an IDC-based structure. This platform
can also be exposed to liquid medium, but we successfully applied concrete in powder form to the
upper side of the gold interdigitated electrodes system. The capacitance as a function of frequency was
experimentally measured at room temperature for both 4- and 5-fingered gold electrode designs, and
results are presented in Figure 7.
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or pH-High sample, which has huge practical importance. The difference in capacitance was even
higher when the IDC-structure with 5 fingers was used. These values are 0.93 pF for pH-Low, and
0.54 pF for pH-High concrete powder (at 8 MHz). This difference is a consequence of an additional
“mini” capacitor created between the fourth and fifth fingers in the structure with five gold electrodes,
but also the interaction of this fifth finger with all others, bearing in mind that electrical field lines
are closed among all fingers in this coplanar structure through the sample of concrete from the top
side. When this IDC-based platform was covered with concrete samples in powder form, the relative
permittivity between the electrodes of the planar capacitive structure was increased. The real part
of the complex relative permittivity of concrete is in the range from 4 to 12 [23], compared to the
dielectric constant values in air, which is equal to 1. Therefore, when the concrete powder particles
enter between electrodes, it causes the capacitance to increase. It can be concluded from Figure 7 that
in the high frequency range capacitance starts to increase, which means that resonant frequency will
occur at frequencies which are out of the measuring range of the applied Impedance Analyzer HP4194
(≤40 MHz).
The proposed platforms can be used on site, near to the construction structure, using our in-house
developed portable and low-power microprocessor system for remote measuring of environmental
parameters [24], including pH value. That means instead of a bulky Impedance Analyzer (in the
laboratory), on site we can use our small, portable, impedance/capacitance meter, along with the
presented sensor platforms in this paper.
Thanks to the selected fabrication technology, the proposed platforms are reliable and have
long-term stability. Related to the reusability, for the microfluidics-based platform it is necessary
to remove the previous suspension and to fill the channel with another one, whereas the
IDC-based platform needs to be cleaned with a brush and covered with new powdered concrete
samples. The presented sensor lifespan is mainly determined by the endurance of the gold layer.
The interdigitated sensors platform is more prone to the appearance of scratches in the gold electrodes
(Figure 8) due to using powdered concrete which limits its usage to approximately hundred times.
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The microfluidics-based structure does not have this limitation bearing in mind that the suspension
is used and the applied pressure on the syringe during the filling channel is not high.
4. Conclusions and Future Work
This work has presented two sensor platforms for quick evaluation of the pH of powdered
concrete samples. The first platform is a microfluidic-based platform for binary decision-making
based on whether the solution has a pH value lower or higher than the critical value, around 11,
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when corrosion is likely to begin. The second developed sensor platform is based on an interdigitated
coplanar capacitive structure that changes dielectric constant values and consequently capacitance
when the surface is covered with a concrete sample in powder form. The convenient, very tiny and
light platforms presented can strongly support decision-making procedures in engineering practice and
will significantly improve condition assessments of reinforced concrete structures. Their application
will be particularly useful in a multi-aggressive environment. It is important to note that the same
method can be applied for a new generation of “green” concretes with supplementary cementitious
material, such as fly ash, slag or concrete with recycled aggregate. Future work will be focused on:
(a) experimental testing extension on the concrete samples taken at different depths of a concrete
specimen; (b) fabrication of an inductive–capacitive (LC) resonant circuit structure in one gold metal
layer and achieving in that way a wireless detection of pH value through determination of resonant
frequency changes; and (c) realization of an LC structure on flexible Kapton film foil with a carbon
nanotubes coating and rolled around the rebar in the concrete structure.
Author Contributions: Conceptualization, G.S. and I.I.; methodology, G.S. and M.R.; investigation, M.R.,
D.K., J.D. and V.C.; resources, G.S.; writing—original draft preparation, G.S.; writing—review and editing, I.I.;
visualization, D.K.
Funding: Results presented in this article received funding from the European Union’s Horizon 2020 research
and innovation programme under the Marie Skłodowska-Curie grant agreement no. 813680—AQUASENSE as
well as being partly supported within projects no. TR32016 and TR36017.
Acknowledgments: Authors are grateful to colleagues from Faculty of Technology, University of Novi Sad,
for precise measurement of pH values, using a commercial instrument.
Conflicts of Interest: The authors declare no conflict of interest.
References
1. Christopher, K.Y.; Leung, K.T.W.; Chen, L. A Novel Optical Fiber Sensor for Steel Corrosion in Concrete
Structure. Sensors 2008, 8, 1960–1976.
2. Deschner, F.; Winnefeld, F.; Lothenbach, B.; Seufert, S.; Schwesig, P.; Dittrich, S.; Goetz-Neunhoeffer, F.;
Neubauer, J. Hydration of Portland cement with high replacement by siliceous fly ash. Cem. Concr. Res.
2012, 42, 1389–1400. [CrossRef]
3. Liu, X.; Niu, D.; Li, X.; Lv, Y.; Fu, Q. Pore Solution pH for the Corrosion Initiation of Rebars Embedded in
Concrete under a Long-Term Natural Carbonation Reaction. Appl. Sci. 2018, 8, 128. [CrossRef]
4. Sagues, A.A.; Moreno, E.I.; Andrade, C. Evolution of pH during in-situ leaching in small concrete cavities.
Cem. Concr. Res. 1997, 27, 1747–1759. [CrossRef]
5. Behnood, A.; Tittelboom, K.V.; De Belie, N. Methods for measuring pH in concrete: A review.
Constr. Build. Mater. 2016, 105, 176–188. [CrossRef]
6. Every, E.V.; Deyhim, A.; Faridazar, F. Embedded sensors for life-time monitoring of concrete. In Proceedings
of the 4th International Conference on Structural Health Monitoring on Intelligent Infrastructure (SHMII-4),
Zurich, Switzerland, 22–24 July 2009; pp. 22–24.
7. Dong, S.G.; Lin, C.J.; Hu, R.G.; Li, L.Q.; Du, R.G. Effective monitoring of corrosion in reinforcing steel in
concrete constructions by a multifunctional sensor. Electrochim. Acta 2011, 56, 1881–1888. [CrossRef]
8. Nguyen, T.H.; Venugopala, T.; Chen, S.; Sun, T.; Grattan, K.T.V.; Taylor, S.E.; Basheer, P.A.M.; Long, A.E.
Fluorescence based fibre optic pH sensor for the pH 10–13 range suitable for corrosion monitoring in concrete
structures. Sens. Actuators B Chem. 2014, 191, 498–507. [CrossRef]
9. Blumentritt, M.; Melhorn, K.; Flachsbarth, J.; Kroener, M.; Kowalsky, W.; Johannes, H.H. A novel fabrication
method of fiber-optical planar transmission sensors for monitoring pH in concrete structures. Sens. Actuators
B Chem. 2008, 131, 504–508. [CrossRef]
10. Bertron, A.; Duchesne, J.; Escadeillas, G. Accelerated tests of hardened cement pastes alteration by organic
acids: Analysis of the pH effect. Cem. Concr. Res. 2005, 35, 155–166. [CrossRef]
11. Martin-del-Rio, J.J.; Alejandre, F.J.; Marquez, G.; Blasco, F.J. An argument for using alizarine yellow R and
indigo carmine to determine in situ the degree of alkalinity in reinforced concrete. Constr. Build. Mater. 2013,
40, 426–429. [CrossRef]
Appl. Sci. 2019, 9, 3257 10 of 10
12. Manso, S.; Aguado, A. A review of sample preparation and its influence on pH determination in concrete
samples. Mater. Construcción 2017, 67, e108. [CrossRef]
13. Grubb, J.A.; Limaye, H.S.; Kakade, A.M. Testing pH of concrete, need for a standard procedure. Concr. Int.
2007, 29, 78–83.
14. Ghandehari, M.; Liu, E.; Brückner, C.; Khalil, G.; Worlinsky, J.; Hyland, M. Full field imaging of high pH
levels in concrete. In Optical Phenomenology and Applications, Smart Sensors, Measurement and Instrumentation;
Ghandehari, M., Ed.; Springer: Cham, Switzerland, 2018; p. 28.
15. Heng, M.; Murata, K. Aging of concrete buildings and determining the pH value on the surface of concrete
by using a handy semi-conductive pH-meter. Anal. Sci. 2004, 20, 1087–1090. [CrossRef]
16. Xu, C.; Li, Z.; Jin, W. A New Corrosion Sensor to Determine the Start and Development of Embedded Rebar
Corrosion Process at Coastal Concrete. Sensors 2013, 13, 13258–13275. [CrossRef]
17. Gandía-Romero, J.M.; Campos, I.; Valcuende, M.; García-Breijo, E.; Marcos, M.D.; Paya, J.; Soto, J.
Potentiometric thick-film sensors for measuring the pH of concrete. Cem. Concr. Compos. 2016, 68,
66–76. [CrossRef]
18. Femenias, Y.S.; Angst, U.; Moro, F.; Elsener, B. Development of a Novel Methodology to Assess the Corrosion
Threshold in Concrete Based on Simultaneous Monitoring of pH and Free Chloride Concentration. Sensors
2018, 18, 3101. [CrossRef]
19. Liu, X.; Niu, D.; Li, X.; Lv, Y. Effects of Ca(OH)2–CaCO3 concentration distribution on the pH and pore
structure in natural carbonated cover concrete: A case study. Constr. Build. Mater. 2018, 186, 1276–1285.
[CrossRef]
20. Li, B.; Huan, Y.; Zhang, W. Passivation and Corrosion Behavior of P355 Carbon Steel in Simulated Concrete
Pore Solution at pH 12.5 to 14. Int. J. Electrochem. Sci. 2017, 12, 10402–10420.
21. Goudar, S.K.; Das, B.B.; Arya, S.B. Combined Effect of Marine Environment and pH on the Impedance of
Reinforced Concrete Studied by Electrochemical Impedance Spectroscopy, B. B. Das and N. Neithalath (eds.),
Sustainable Construction and Building Materials. Lect. Notes Civ. Eng. 2019, 25. [CrossRef]
22. McGraw, D., Jr. The measurement of the dielectric constant of three different shapes of concrete blocks.
IJRRAS 2015, 25, 82–102.
23. Ogunsola, A.; Reggian, U.; Sandrolini, L. Shielding effectiveness of concrete buildings. In Proceedings of the
IEEE 6th International Symposium on Electromagnetic Compatibility and Electromagnetic Ecology, Saint
Petersburg, Russia, 21–24 June 2005. [CrossRef]
24. Simic´, M.; Manjakkal, L.; Zaraska, K.; Stojanovic´, G.M.; Ravinder, D. TiO2-Based Thick Film pH Sensor.
IEEE Sens. J. 2017, 17, 248–255. [CrossRef]
© 2019 by the authors. Licensee MDPI, Basel, Switzerland. This article is an open access
article distributed under the terms and conditions of the Creative Commons Attribution
(CC BY) license (http://creativecommons.org/licenses/by/4.0/).
